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MATERIAL SAFETY DATA SHEET

1. PRODUCT IDENTIFICATION

PRODUCT NAME: Motorcycle Batteries
CHEMICAL FAMILY: Lead and lead components
CHEMICAL NAME: Battery

FORMULA: Not applicable

UN NO.: Not applicable

2. HAZARDOUS INGREDIENTS

MATERIAL OR CAS# WEIGHT OSHA PEL ACGIH TLV O0SHA ACTION

COMPONENT % LEVEL

Lead and lead compounds 7439-92-1 <95 0.05mg/m? 0.15mg/m? 0.03mg/m?

Antimony 7440-36-0 <1.1 0.50mg/m? 0.50mg/m? Not applicable

Arsenic 7440-38-2 <0.1 0.01mg/m3 0.02mg/m? 0.005 mg/m?

Calcium compound 7440-70-2 =04 1.00mg/m? 0.50mg/m? Not applicable

Tin compound 7440-31-5 <0.3 2.00mg/m? 2.00mg/m3 Not applicable

3.PHYSICAL DATA

BOILING POINT: LEAD 3164°F(1740C)@760 mm Hg

POLYPROPYLENE =>320°F

MELTING POINT: LEAD 621°F(327.43°C)

SPECIFIC GRAVITY: LEAD 11.34

VAPOR PRESSURE (mm Hg @ 20 C): LEAD NEGLIGIBLE

VAPOR DENSITY: LEAD N/A

SOLUBILITY: LEAD INSOLUBLE IN WATER

%VOLATILES BY VOL.: NEGLIGIBLE

%EVAPORATION RATE: LEAD N/A

APPERANCE AND ODOR: NO ORDR. BATTERY CASE IS
BLACK OR BLACK AND
WHITE

4.HEALTH HAZAD INFORMATION

LEAD COMPOUNDS:

HAZADOUS EXPOSURE CAN OCCUR ONLY WHEN PRODUCT IS HEATED,
OXIDIZED OR OTHERWISE PRCESSED OR DAMAGED TO CREAT DUST, VAPOR
OR FUME.

ROUTES OF ENTRY:

1) INHALATION:
Lead compounds: Inhalation of lead dust or fumes may cause irritati
respiratory tract and lungs.

2) INGESTION:
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